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Flow rate

Weight (for reference)

Material of main parts

Motor/Power source

Tubing

(mL/min) ※
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P-Q Characteristic (for reference)

Suction            Discharge   

Discharge rate

Discharge rate

PharMed / Norprene: product of Saint-Gobain SA TM-15 : product of Mitsuboshi Co. Ltd.

Remarks

Type ID/OD(mm) Motor
Rotation

RP-2GⅡ02Ｓ-25Ｚ-DC12V 12 25 Silicone (S) 2 X 4

RP-2GⅡ02F-25Z-DC12V 12 20 PharMed (F) 2 X 4

RP-2GⅡ02W-25Z-DC12V 12 20 TM-15 (W) 2 X 4.2

RP-2GⅡ02Ｓ-50Z-DC24V 24 50 Silicone (S) 2 X 4

RP-2GⅡ02F-50Z-DC24V 24 50 PharMed (F) 2 X 4

RP-2GⅡ02W-50Z-DC24V 24 50 TM-15 (W) 2 X 4.2

RP-2GⅡ2.5Ｓ-35Z-DC12V 12 30 Silicone (S) 2.5 X 4.5

RP-2GⅡ2.5Ｓ-70Z-DC24V 24 70 Silicone (S) 2.5 X 4.5

RP-2GⅡ2.8N-80Z-DC24V 24 80 Norprene(N) 2.8 X 4.8

Model Lineup Voltage
(DC/V)

Tubing
Flow rate
（mL/min)

CCW


