
Explanation of operation
  : When the suction rotary switch is set to "3" and the suction switch is pressed for example, 300 µL 
    of the liquid is sucked in and the operation returns to the origin and the LED lights up blue.

  : When the discharge rotary switch is set to "5" and the discharge switch is pressed for example,  
    the LED lights up green and 50µL is discharged.
    When the discharge switch is pressed again, the LED lights up green and the discharge of 50µL of 
     liquid is repeated.
  : When there is only one discharge remaining, the LED flashes green and 50µL is discharged, then 
    the LED goes out.

  : The ejection switch discharges remaining liquid in the syringe. 
⇒ When the syringe is being discharged, the LED  flashes red slowly.

Single Shot Operation   -  3 patterns  [100µL / 200µL / 300µL ]
  : 100µL Suction → 100µL Discharge → RESET
  : 200µL Suction → 200µL Discharge → RESET 
  : 300µL Suction → 300µL Discharge → RESET
Even if the remaining amount is "0", clicking "RESET" will reset the system and allow for repeated shot discharge.

Continuous Shot  Operation  -  Can be set in 10µL increments from 10µL to 90µL.

External Control
  : External control is possible via external control terminal (4 pins).
⇒ The syringe pump is equipped with switches of Suction, Discharge and Ejection, allowing control from there.

Error Indication
  : As an example, if the suction rotary switch is set to "1" (100μL) and the discharge rotary switch is set to "B"  

    (200μL),  LED will flash red to indicate an error.
    In this case, if you change the discharge rotary switch to "A" (100μL), the LED will stop flashing red and the 
    error will be resolved.
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5：   50µL

Controller RE-S100   for Syringe Pump System RE-S100-001Z

    1：   100µL

1：   10µL

    2：   200µL

2：   20µL

- Complete all syringe pump controls without a PC -

    3：   300µL

3：   30µL

4：   40µL

C： 300µL

B： 200µL

8：   80µL

7：   70µL

6：   60µL

A： 100µL
9：   90µL
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